
UMB POLE BASE DETAIL - STREET SCAPE LIGHTING 1 NOT TO SCALE

x 8'-0" LONG
3/4" DIAMETER
GROUND ROD -

POLE, AS SPECIFIED

HANDHOLE - PROVIDE BUSSMAN TYPE
HLR IN-LINE TYPE FUSE WITHIN POLE.
LOCATE SO FUSE IS ACCESSIBLE
THROUGH HANDHOLE. AMPLICITY
SHALL BE APPROPRIATE FOR
APPLICATION.

CHAMFER ALL EDGES OF
CONCRETE BASE 12"

ANCHOR BOLTS SHALL BE AS
RECOMMENDED BY
MANUFACTURER

#6 BARS VERT. AT 6" OC (SEE NOTE 1)

#4 BARS HORIZ. AT 12" OC (SEE NOTE 1)

PVC CONDUIT STUBBED UP
ADJACENT TO HANDHOLE,
NUMBER AND SIZE AS
REQUIRED

INSULATED COPPER GROUND IN
CONDUIT ATTACHED TO INTERNAL LUG
WELDED TO INTERIOR OF POLE. SIZE
GROUNDING CONDUCTOR PER NFPA 70.

CIRCUIT CONDUCTORS AND
CONDUIT TO NEXT POLE.
EQUIPMENT GROUNDING
CONDUCTOR SHALL BE SAME
SIZE AND TYPE AS SUPPLY
CONNECTORS.

CIRCUIT CONDUCTORS AND CONDUIT
TO POWER SOURCE OR NEXT POLE
EQUIPMENT GROUNDING CONDUCTOR
SHALL BE SAME SIZE AND TYPE AS
SUPPLY CONDUCTORS.

FINISHED SIDEWALK

3000 PSI CONCRETE
USE SONOTUBE TO FORM BASE

2"

16"
DIAMETER

TOP OF THE BASE SHALL BE RAISED 2"
ABOVE PAVERS, CONCRETE SIDEWALK, 
LAWN OR PLANTER BED 16"

UMB STANDARD BRICK
PAVERS OVER CONCRETE
SUB SLAB DETAIL

NOTES:
1. PROJECT STRUCTURAL ENGINEER TO DETERMINE DEPTH AND REINFORCEMENT FOR FOOTING.
2. PROJECT STRUCTURAL ENGINEER TO DETERMINE SUBGRADE DIAMETER OF FOOTING, BUT VISIBLE PORTION TO BE 16" DIAMETER MAXIMUM.

SEE NOTE 2
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