
Current Sensor by ATC Typical

Provide Additional Hangers per Specifications.  
Hanger Rods to Structure Above. Typical of 4.

Vibration Isolators Typical of 4.

Condensate Drain Piping
See Fan Coil Piping Detail

Filter

Flexible Connection Typical

Supply Duct See Floor
Plan for Con't and Size

Cooling Coil

Steel Channel, Nut and
Lock Washer Typical 

Notes :

No Scale

1. When the Strainer Elevation is lower than the Coil the Hose End Drain
Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

Notes :
1. When the Strainer Elevation is lower than the Coil the Hose End Drain

Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

for Requirements

HS/HR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

CHS/CHR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

Reheat Coil

Return Air Plenum

Return Air Drop to Grille. See
Plans for Location and Size 
of Duct Drop and Grille.

Elevation

Horizontal Fan Coil Unit Duct Connection Detail
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Current Sensor by ATC Typical

Provide Additional Hangers per Specifications.  
Hanger Rods to Structure Above. Typical of 4.

Vibration Isolators Typical of 4.

Condensate Drain Piping
See Fan Coil Piping Detail

Filter

Flexible Connection Typical

Supply Duct See Floor
Plan for Con't and Size

Cooling Coil

Steel Channel, Nut and
Lock Washer Typical 

Notes :

No Scale

1. When the Strainer Elevation is lower than the Coil the Hose End Drain
Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

Notes :
1. When the Strainer Elevation is lower than the Coil the Hose End Drain

Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

for Requirements

HS/HR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

CHS/CHR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

Reheat Coil

Return Air Plenum

Return Air Drop to Grille. See
Plans for Location and Size 
of Duct Drop and Grille.

Elevation

Horizontal Fan Coil Unit Duct Connection Detail
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Current Sensor by ATC Typical

Provide Additional Hangers per Specifications.  
Hanger Rods to Structure Above. Typical of 4.

Vibration Isolators Typical of 4.

Condensate Drain Piping
See Fan Coil Piping Detail

Filter

Flexible Connection Typical

Supply Duct See Floor
Plan for Con't and Size

Return Air Duct See Floor
Plan for Con't and Size

Cooling Coil

Steel Channel, Nut and
Lock Washer Typical 

Notes :

No Scale

1. When the Strainer Elevation is lower than the Coil the Hose End Drain
Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

Notes :
1. When the Strainer Elevation is lower than the Coil the Hose End Drain

Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

for Requirements

Steel Channel, Nut and
Lock Washer Typical 

Duct Transition See 
Plan for Con't and Size

Fan

Cooling Coil
Filters

HS/HR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

CHS/CHR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

Reheat Coil

Reheat Coil

Horizontal Fan Coil Unit Duct Connection Detail

Elevation

Plan View
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Current Sensor by ATC Typical

Provide Additional Hangers per Specifications.  
Hanger Rods to Structure Above. Typical of 4.

Vibration Isolators Typical of 4.

Condensate Drain Piping
See Fan Coil Piping Detail

Filter

Flexible Connection Typical

Supply Duct See Floor
Plan for Con't and Size

Cooling Coil

Steel Channel, Nut and
Lock Washer Typical 

Notes :

No Scale

1. When the Strainer Elevation is lower than the Coil the Hose End Drain
Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

Notes :
1. When the Strainer Elevation is lower than the Coil the Hose End Drain

Valve at the coil csan be deleted.

See Valve and Fitting Installation Detail for Additional Requirements2.

for Requirements

Steel Channel, Nut and
Lock Washer Typical 

Return Air Plenum Full Size
of FCU Return Duct Connection

Fan

Cooling Coil
Filters

HS/HR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

CHS/CHR Piping See Floor PLan for Con't and Size
See Fan Coil Piping Detail for Requirements 

Reheat Coil

Reheat Coil
See Plans for Length

Return Air Plenum

Return Air Drop to Grille. See
Plans for Location and Size 
of Duct Drop and Grille.

Elevation

Horizontal Fan Coil Unit Duct Connection Detail

Plan View
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