
as required to maintain
Provide additional support

No Scale

Clean-out plugs;

2" Air
Gap

Floor
Floor/roof drain

B = A/2 + 1/2" (minimum)

B

A

Vibration isolator

Housekeeping pad

Insulated drain pan

A = Plenum NEGATIVE static
pressure (inches WC) at design
operating condition, PLUS 1".

Slope toward drain

install hand-tight

Detail : Cooling Coil Condensate Drain
Draw-through AHU's only

Detail #38 - Acddet 02-26-2024 Tab:1 - AHU - Draw Thru



trap depth
as required to maintain
Provide additional support

No Scale

Clean-out plugs;

2" Air
Gap

Floor
Floor/roof drain

B = 1/2" minimum

A

B

Vibration isolator

Housekeeping pad

Insulated drain pan

A = Fan outlet POSITIVE static
pressure (inches WC) at design
operating condition, PLUS 1".

Slope toward drain

install hand-tight

Detail : Cooling Coil Condensate Drain
Blow-through AHU's only

Detail #38 - Acddet 02-26-2024 Tab:2 - AHU - Blow Thru


	38 - Acddet 02-26-2024-1 - AHU - Draw Thru
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	38 - Acddet 02-26-2024-2 - AHU - Blow Thru
	2 - AHU - Blow Thru


