
Rods as Required
Equipment/AHU Threaded Steel Anchor

Chamfer all Outside Corners

for Housekeeping Pad
Roughened Slab Surface in Prep 

Water Proof Material
Seal Joint All Around with Flexible

Concrete Housekeeping Pad 
4" High for Equipment
6" High for AHU's

Minimum 4" Wider Than 
Equipment/AHU Base 
on All Sides

Floor Slab +/- 6 inches Thick.
See Notes #3 & #4.

Dowel Anchors. Epoxy Anchors
into Concrete Floor Slab. 

No Scale

Notes :

1. Detail Represents the Minimum Requirements for a Typical Housekeeping Pad for Mechanical
and/or Electrical Equipment. Contractor shall coordinate with structural engineer for the type,
size, and spacing of dowls and reinforcing based on the operating weight and type of equipment
mounted on the housekeeping pad.

2. Coordinate size and location of anchor rods and bolts with equipment manufacturer's
requirements and/or a installation template.

3. For new construction see Architectural and/or Structural plans and details for slab thickness.

4. For renovation projects the construction and thickness of existing floor slabs may vary with the
project location and building, verify in field prior to installation.

5. See Mechanical and Electrical Specifications. Division's 21, 22, 23 and/or 26 for Additional
Information.

Detail : Housekeeping Pad 

#4@12"OC EW

See Note #2.

Provide a Minimum 2" Concrete Cover 
Between each Dowel and the Vertical
Surface of the Pad.
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